
Suitable for 24, 48 or 96 format racked tubes; 
compatible with FluidXTM, Thermo-Matrix®, Thermo-
NuncTM, Micronic, LVL and others*

	 • �Small footprint, easy to use on a bench top or 
in a laminar flow cabinet 

	 • �Results consistent with an automated system 
but at a lower cost.

	 • �Suitable for use with FluidX external or internal 
thread tubes.

	 • �Compatible with FluidX, Thermo-Matrix®, 
Thermo-NuncTM, Micronic, LVL and other  
tube variants*

	 • �For 24, 48 or 96 format racked tubes with 
choice of 4, 6 and 8 channel models.

	 • Ideal for use with FluidX Cap Carrier.
	 • Cryo tube compatible.

APERIOTM provides the consistency of an automated 
system with all caps tightened to the same torque 
delivering an effective seal and peace of mind.

Designed for efficient tube capping in labs with 
medium to high throughput, APERIO’sTM set down 
position allows the simple insertion of screw caps 
using a FluidX Cap Carrier and is compatible with both 
internal or external thread tubes 

	 • �Small footprint, the APERIOTM is easy to use on 
the bench or in a laminar flow cabinet.

	 • �Cap a single column of tubes in under  
10 seconds

	 • �Cap or decap a complete rack of 96 tubes from 
a cap carrier in less than 2 minutes.

	 • �Individually sprung loaded cap drivers for easy, 
consistent capping.

	 • �Always ready for use, no need to remember to 
recharge the battery!

APERIO™
Semi-Automated Capping/Decapping 
Systems For Screw Capped Tubes
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4-channel capping/decapping 
system compatible with screw 
capped tubes in 24 format rack.

APERIOTM 4

6-channel capping/decapping 
system compatible with screw 
capped tubes in 48 format rack. 

APERIOTM 6

8-channel capping/decapping 
system compatible with screw 
capped tubes in 96 format rack.

APERIOTM 8

Model Options:
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We can configure your model for use with one of the 
following tube types:

	 • �FluidX external thread screw capped tubes

	 • �FluidX internal thread screw capped tubes

	 • �Thermo-Matrix® internal thread screw  
capped tubes

	 • �Micronic external thread screw capped tubes

	 • �Thermo-NuncTM Bank-ITTM tubes
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Ordering Details

APERIOTM 8-Channel Semi- Automatic Screw Top tube rack decapper / re-capper  
for FluidX Internal Thread 96 format tubes and racks

46-6501

APERIOTM 8-Channel Semi- Automatic Screw Top tube rack decapper / re-capper 
for FluidX External Thread 96 format tubes and racks

46-6502 

APERIOTM 6-Channel Semi- Automatic Screw Top tube rack decapper / re-capper  
for FluidX External Thread 48 format Jacket Cryo tubes and racks

46-6511 

APERIOTM 6-Channel Semi- Automatic Screw Top tube rack decapper / re-capper  
for FluidX Internal Thread 48 format Jacket Cryo tubes and racks

46-6512 

APERIOTM 4-Channel Semi- Automatic Screw Top tube rack decapper / re-capper  
for FluidX External Thread 24 format Jacket Cryo tubes and racks

46-6521

 APERIOTM 8-Channel Semi- Automatic Screw Top tube rack decapper / re-capper  
for Thermo-Matrix® Internal Thread 96 format tubes and racks

46-6601

 APERIOTM 8-Channel Semi- Automatic Screw Top tube rack decapper / re-capper  
for Micronic Internal Thread 96 format tubes and racks

46-6602

 APERIOTM 8-Channel Semi- Automatic Screw Top tube rack decapper / re-capper  
for Thermo-NuncTM Bank-ITTM Internal Thread 96 format tubes and racks

46-6603

*Note: Whilst APERIOTM is designed for use with 
FluidX screw caps, our cap drivers are proven to 
be compatible with other manufacturers’ storage 
tubes including Thermo-Matrix®, Thermo-NuncTM, 
Micronic and LVL – please check with us for the 
latest details.
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